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ABSTRACT: This article presents a new novel to design a compliant bistable mechanism based on the optimization 

method combine with the numerical method. The chained beam constraint method (CBCM) is a powerful analysis 

method and predicts the bistable mechanism's nonlinear characteristics. The process discrete the beam into several 

small elements allow investigating the bending behavior of each element. In combination with the non dominated 

sorting genetic algorithm II (NSGA-II), the multi-objective optimization with the genetic algorithm is applied to 

design the bistable mechanism. The bistable mechanism comprises the inclined shape beam and the center mass 

employed to analyze and design. The difference between the numerical method and the finite element method is 

investigated. CBCM with many segments is examinated to predict the accuracy of the model.  
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INTRODUCTION 

Compliant bistable mechanisms are employed in design many agencies in the MEMS devices [1],  aerospace [2], 

latches [3], sensors [4], relays [5]. One benefit of these mechanisms is saved energy in the movement. The jointless 

structure increases the accuracy in the fabrication and reduces friction. 

Figure 1 is the principle of the bistable mechanism. The device is comprised of four flexural beams and a central mass. 

The external force is applied to the center mass, which causes the mass to move to follow the y-direction. This 

mechanism has two stages in operation. The first stage is the initial position; when the mechanism works, the 

mechanism's center mass moves down and achieves the second stage. The center mass keeps this point with a stable 

equilibrium position without any energy to remain at this stage. 

 

 
Figure 1. Original and deformed stage of bistable mechanism. 
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Typically, the rigid body of the quarter model of the bistable mechanism is illustrated in figure 2a. The mechanism 

includes two linkages and one spring. Both linkages are connected by a spring. One of the linkages has one end pinned, 

the other end of the linkage has an end roller that allows moving in the Y direction. When the roller moves down, the 

spring is compressed. Continue applying the force to the roller, the roller continues moving down and the spring 

released the push the roller jump to the second stable position. However, this model is very complicated in design and 

fabrication, especially in the micro-world. The compliant mechanism is employed to serve this mechanism. The 

compliant mechanism's replacement is shown in figure 2b; a flexible beam replaces the rigid linkages and the spring 

with high elastic bending and large deformations. The fixed end replaces the end pinned of the rigid linkage and The 

roller end remains. The mechanism becomes the statically indeterminate structures. The large deflection in compliant 

bistable mechanisms causes difficulty in predict and analyzing the behavior of the devices. 

 

  
 

Figure 2. (a) Rigid body model and (b) compliant model of bistable mechanism 
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In order to analyze the characteristic of the bistable mechanism, the finite element method (FEM) is popularly utilized 

to solve. A report of the technique demonstrated by Jensen et al. [6], which assists the compliant bistable 

micromechanism design and quickly combines with the optimization method. The five segments bistable mechanism 

also uses the FEM method to analyze and create an equal force in backward and forward motion [7]. Chevron type 

bistable mechanism investigated based on FEM helps quickly acquire the structures' buckling behavior [8]. In contrast, 

the method requires an amount of time to process the analysis of the large deflection. 

Several researchers have been introduced numerical methods for the analysis of the compliant bistable mechanism 

[9]. Almost all the methods are developed based on the Bernoulli-Euler beam theory [10]. Kimball and Tsai exploit 

the elliptic integral solution [11] to predict the compliant bistable mechanism's behavior but solve the numerical 

equation is very sophisticated. An improvement of the elliptical integral solution demonstrated by Holst et al. [12] 

helps analyze the large deflection of fixed end beams. A solving method with the Guass-Chebyshev quadrature 

equation is introduced by Saxena and Kramer [13] to help diagnose the large deflection of beams. Hussein et al. [14] 

improve the buckling equation to model the snapping force and stress in the bistable mechanism's operation. The high 

modes model improves the accuracy to predict the characteristic of the structure. In combination with Timoshenko 

beam theory, Chen and Ma [15] develop a numerical method that considers the shear factor in analyzing the bistable 

mechanism's behavior. The chain beam constraint model (CBCM) divides the bistable beam into many segments and 

applies the beam constraint model for each beam to investigate the nonlinear characteristic in the compliant 

mechanism [16]. Some kinds of research employ the CBCM to predict the behavior of the compliant devices are 

reported, such as accelerometer [17], the thermal actuator [18], gripper [19]. 

Many optimization methods are employed to design the compliant bistable mechanism. The combination of the 

numerical method and the optimization method to design the curved beam bistable mechanism is introduced by 

Hussein et al. [20]. Huang et al. [21] developed the optimization method for the symmetric and asymmetric bistable 

mechanism with many segments. An application of non dominated sorting genetic algorithm II (NSGA-II) for optimal 

the bistable structure also demonstrated [22] help design with high precious. 

The work of this paper applies the CBCM method to analyze the compliant bistable mechanism with inclined slender 

beams and combination with the NSGA-II to design the structure. The comparison of calculus and FEM results are 

executed to evaluate the accuracy of the method. 

MODELLING 

Because of the symmetry of the model, a quarter model of the bistable mechanism is considered in the numerical 

analysis method. The center mass is modeled as a rigid body. Due to the quarter model is investigated, the center mass 

is display as a roller boundary condition. The chain beam constraint model (CBCM) separates the flexural beam into 

some segments is shown in figure 3a. The beam is divided into n segments. Each segment has the design parameters 

consist of the length L, the width w, the thickness t and the incline angle θ of the beam follow the figure 3b.  is the 

displacement of the center mass follow the global coordinate. The beam is uniform in material properties, with the 

same Young’s Modulus and Poisson's ratio. The subscript i refer to the ith segment of the flexural beam.  

Figure 4a demonstrates the free body diagram of the first segment of the flexural beam. The XY coordinate is roled 

as the global coordinate, X1Y1 is the local coordinate of the first segment. The forces and moment place in the free 

end of the beam. When the beam deformed, the dash line beam shows the deflection of the beam. With ΔX1 and ΔY1 is 

the displacement of the beam with the local coordinate. The α1 is the slope of the first segment. Figure 4b illustrates 

the free body diagram of the other segments of the beam. In these segments, one end of the beam is put the reaction 

forces and reaction moment of the previous beam and the other end of the beam is analyzed as the first beam. The 

moment at the free end is on the right-hand side equal to the moment at the end on the left-hand side. The free-body 

diagram of the final segment of the beam is presented in figure 4c. The final segment connects to the center mass, 

which moves in the Y direction. In the free end of the segment, the reaction forces Pi, Fi and moment Mi are applied 

from the previous beam, the other end connects with the roller and the analysis of the roller is shown in the figure. In 

each segment, six variables Fi, Pi, αi, Mi, ΔXi, ΔYi, are the unknown value.  
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Figure 3. (a) Discrete beam into several segments and (b) the parameter of a segment. 

 

The beam constraint model (BCM) applied to each segment is written follow [23]:  
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In this equation, all the variables are normalize and given the equations : 
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 (3) 

Based on three BCM equations, the equation for the whole flexural beam is 3*i equations. The other equations are the 

relation between the reaction force and the reaction moment of the previous segment and the current segment. The 

equations are given: 

𝑃𝑖−1 = [𝑃𝑖 𝐹𝑖] [
cos(𝜃𝑖 − 𝜃𝑖−1 + 𝛼𝑖−1)
−sin(𝜃𝑖 − 𝜃𝑖−1 + 𝛼𝑖−1)

] (4) 

 

𝐹𝑖−1 = [𝑃𝑖 𝐹𝑖] [
sin(𝜃𝑖 − 𝜃𝑖−1 + 𝛼𝑖−1)
cos(𝜃𝑖 − 𝜃𝑖−1 + 𝛼𝑖−1)

] (5) 

 

𝑀𝑖−1 = 𝑀𝑖−1
′ = 𝑀𝑖 + [𝑃𝑖 𝐹𝑖] [

−∆𝑌𝑖
(𝐿𝑖 + ∆𝑋𝑖)

] (6) 

For each connection of two segments, three equations are indicated. Then for all segments of the beam, 3*(i-1) 

equations are defined. The final equation involves the geometry of the beam; they include the geometry in the x and 

y direction follow the global coordinate and the total slope of the beam. 

𝐿𝑥 = ∑ ([(𝐿𝑖 + ∆𝑋𝑖) ∆𝑌𝑖] [
cos(𝜃𝑖 + 𝛼𝑖−1)
−sin(𝜃𝑖 + 𝛼𝑖−1)

])𝑛
𝑖=1  (7) 

𝐿𝑦 + 𝛿 = ∑ ([(𝐿𝑖 + ∆𝑋𝑖) ∆𝑌𝑖] [
sin(𝜃𝑖 + 𝛼𝑖−1)
cos(𝜃𝑖 + 𝛼𝑖−1)

])𝑛
𝑖=1  (8) 

∑ 𝛼𝑖
𝑛
𝑖=1 = 0 (9) 

 

All the equations of the flexural beam are indicated and Matlab program execute to solve the equation and find the 

results. 
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Figure 4. Free body diagram of the each segment of the flexural beam.  

 

OPTIMAL DESIGN 

The optimal design of a compliant bistable mechanism is implemented by the NSGA-II method. The calculus of the 

nonlinear behavior of the bistable mechanism is based on the CBCM method. Figure 5 shows the process of optimal 

design. The design parameters are installed in the Matlab file. When the program is run, random parameters are created 

and put into the CBCM file. After the program solves the equations in CBCM, a characteristic of force-displacement 
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relation is achieved. The program continues to find the maximum force and minimum force of the mechanism. The 

values compare with the objective functions and find the individual population. Then the genetic algorithm starts to 

generate the community and find the final solution. 

 
 

Figure 5. Process of the optimal method 

An optimal design of the compliant bistable mechanism is implemented with CBCM, the beam is divided into 5 

segments. The lower bound and upper bound of the parameter is given in table 1. The polyoxymethylene (POM) is 

carried on the material of the device. The properties of the material are 2.1 Gpa in Young’s modulus and Poisson’s 

ratio is 0.6. The objective function is the maximum value and minimum value force are 1600 (mN) and -1250 (mN). 

 

The objective functions of the mechanism are given: 

 

Min |Fmax-1600| 

 

Min |Fmin-1300| 

 

Table 1. Variable parameters for the bistable model. 

Variables Lower bound Upper bound 

L1 (mm) 3 10 

L2 (mm) 3 8 

L3 (mm) 20 70 

L4 (mm) 3 8 

L5 (mm) 3 10 

θ1 (degree) -5 6 

θ2 (degree) 1 10 

θ3 (degree) 1 10 

θ4 (degree) 1 10 

θ5 (degree) -5 6 
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The generation is taken as 40 and the population of each generation is 20. Figure 6 show the result of 20th, 30th and 

40th generation of optimization. The two coordinates present the values of the objective function. In the generation 

20th, many points are far the target of objective functions.  At the 40th generation, the optimal solution is selected the 

value of the point which marked in the figure. Figure 7 displays the behavior of the optimum design, the value of 

maximum force is 1608 mN and minimum force is -1257 mN, which the errors compare with the target value are 

around 1%. The value of the design parameters are showed in table 2. 

 

 
Figure 6. The generation of optimization 

 

 
Figure 7. The optimal solution of NSGA-II 

 

Table 2. Results of optimal solution. 

Variables Values 

L1 (mm) 5.2 

L2 (mm) 4.8 

L3 (mm) 40 

L4 (mm) 4.7 

L5 (mm) 5.2 

θ1 (degree) 0 

θ2 (degree) 5.2 

θ5 (degree) 5.2 

θ5 (degree) 5.2 

θ5 (degree) 0 
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RESULT AND DICUSSION 

The finite element method is carried out to verify the result of the optimization. Figure 8a shows the meshing of the 

bistable mechanism, which the parameters are performed in table 2. The figure 8b illustrates the detail meshing of the 

one flexural beam. The Abaqus sofware is executed to analysis the behavior of the model. The material properties are 

same with the optimum process.   

 

 
Figure 8. (a) Meshing model of the bistable mechanism, (b) meshing of the flexural beam.  

A comparison of the FEM method with the CBCM is shown in figure 9. The FEM gives the result close to the CBCM 

method, with the error is 10%. The CBCM with many segments is also presented in the figure, the differences of these 

results are minimal. The values of the result is shown in table 3. The processing time also showed in the table. In FEM, 

the costing time includes the drawing, meshing and processing analysis. When change any design parameters, the 

FEM should be draw the new model, meshing and set up the new boundary conditions and do simulation again. 

Therefore, the FEM process takes long time to implement compare with the CBCM method.  

 

 
Figure 9. FEA and CBCM result 
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Table 3. Comparision between CBCM and FEM method. 

Method Fmax (N) Fmin (N) Processing time (sec) 

FEM 1.524 -1.17 300 

CBCM 5 segments 1.608 -1.257 25 

CBCM 7 segments 1.618 -1.267 37 

CBCM 9 segments 1.608 -1.267 47 

CBCM 11 segments 1.628 -1.268 56 

CBCM 13 segments 1.628 -1.268 73 

 

CONCLUSION 

The new method to design a compliant bistable mechanism is presented by combining the numerical method to predict 

the nonlinear behavior of the model and the optimal method. The analysis of the compliant bistable mechanism is 

implemented with the numerical method based on CBCM. The compliant bistable mechanism comprised of four 

straight beams is employed to analyze. Matlab is employed to solve the equations. The numerical method has the 

advantage in the predict the nonlinear behavior in save time. A simple model of the compliant bistable mechanism is 

investigated, which formed on the inclined guided beams and a central mass. The optimization with two objective 

functions serves for the model involve the maximum force and minimum force. After executing the optimal method, 

the CBCM method's results are verified to the FEM model which the errors are minimal, below 10%. The computation 

with a high discrete segment acquires the precious work, but it cost more time to analyze. CBCM assists design better 

than the FEM design. 

ACKNOWLEDGMENT  

The authors are thankful for support from colleagues, technicians and students at Faculty of Mechanical Engineering, 

Industrial University of Ho Chi Minh City, Vietnam.  

REFERENCES 

[1] J. Qiu, J.H. Lang and A.H. Slocum, “A centrally-clamped parallel-beam bistable MEMS mechanism”, 14th IEEE 

International Conference on Micro Electro Mechanical Systems, Switzerland, 2002. 

[2] S. A. Zirbel, K. A.Tolman, B. P. Trease and L. L. Howell, “Bistable Mechanisms for Space Applications”, PLOS 

One, 2016. 

 [3] D. A. Wang, H. T. Pham and Y. H. Hsieh, “Dynamical switching of an electromagnetically driven compliant 

bistable mechanism”, Sensors and Actuators A: Physical, vol. 149, issue 1,  pp. 143-151, 2009. 

 [4] J. Zhao; Y. Yang; K. Fan; P. Hu and H. Wang, “A Bistable Threshold Accelerometer With Fully Compliant 

Clamped-Clamped Mechanism”, IEEE Sensors Journal, Vol. 10, Issue: 5, pp. 1102-1109, 2007. 

 [5] T. Gomm, L.L. Howell and R.H. Selfridge, “In-plane linear displacement bistable microrelay”, Journal of 

Micromechanics and Microengineering, vol. 12, pp. 257–264, 2002. 

[6] B. D. Jehsen, M. B. Parkinson, K. Kurabayashi, L. L. Howell and M. S. Baker, “Design optimization of a fully-

compliant bistable micro-mechanism”, Proceedings of 2001 ASME International Mechanical Engineering 

Congress and Exposition, New York, 2001. 

[7]  N. D. K. Tran and D. A. Wang, “Design of a crab-like bistable mechanism for nearly equal switching forces in 

forward and backward directions”, Mechanism and Machine Theory, vol. 115, 114–129, 2017. 

 [8]  I. H. Hwang, Y. S. Shim and J. H. Lee, “Modeling and experimental characterization of the chevron-type bi-

stable microactuator”, Journal of Micromechanics and Microengineering, vol. 13, pp. 948–954, 2003. 

 [9] G. Hao, J. Yu and H. Li, “A brief review on nonlinear modeling methods and applications of compliant 

mechanisms”, Frontiers of Mechanical Engineering, vol. 11, no. 2, pp. 119–128, 2016.  

https://ieeexplore.ieee.org/author/37306431900
https://ieeexplore.ieee.org/author/37276032100
https://ieeexplore.ieee.org/author/37318332600
https://www.sciencedirect.com/science/journal/09244247
https://www.sciencedirect.com/science/journal/09244247/149/1
https://ieeexplore.ieee.org/author/37405215800
https://ieeexplore.ieee.org/author/37367394800
https://ieeexplore.ieee.org/author/37286834900
https://ieeexplore.ieee.org/author/37306778500
https://ieeexplore.ieee.org/author/37405985500
https://ieeexplore.ieee.org/xpl/RecentIssue.jsp?punumber=7361
https://ieeexplore.ieee.org/xpl/tocresult.jsp?isnumber=5437516
https://iopscience.iop.org/journal/0960-1317
https://iopscience.iop.org/journal/0960-1317
https://iopscience.iop.org/journal/0960-1317


 Analysis And Optimization A Compliant Bistable Mechanism With Chained Beam Constrain Model  

 

46 

 

[10] B. B. Cherry, L. L. Howell and B. D. Jensen, “Evaluating three-dimensional effects on the behavior of compliant 

bistable micromechanisms”,  Journal of micromechanics and microengineering, vol. 18, 2008. 

[11] C. Kimball and L. W. Tsai, “Modeling of flexural beams subjected to arbitrary end loads”,  Journal of 

Mechanical Design, vol. 124, pp. 223-235, 2002. 

[12]  G. L. Holst, G. H. Teichert, and B. D. Jensen, “Modeling and experiments of buckling modes and deflection of 

fixed-guided beams in compliant mechanisms”, Journal of Mechanical Design, vol. 133, no. 5, 2011. 

 [13] S. N. Kramer and A. Saxena, “A simple and accurate method for determining large deflections in compliant 

mechanisms subjected to end forces and moments”, Journal of Mechanical Design, vol. 120, no. 3, pp. 392–400, 

1998. 

[14] H. Hussein, P. L. Moal , G. Bourbon, Y. Haddab and P. Lutz, “Modeling and Stress Analysis of a Pre-Shaped 

Curved Beam: Influence of High Modes of Buckling”, International Journal of Applied Mechanics, vol. 7, no. 

4, 2015. 

[15] G. Chen and F. Ma, “Kinetostatic Modeling of Fully Compliant Bistable Mechanisms Using Timoshenko Beam 

Constraint Model”, Journal of Mechanical Design, vol. 137, 2015. 

[16] F. Ma and G. Chen, “Chained beam-constraint-model (CBCM): a powerful tool for modeling large and 

complicated deflections of flexible beams in compliant mechanisms”, Proceedings of the ASME 2014 

International Design Engineering Technical Conferences & Computers and Information in Engineering 

Conference, USA, 2014.  

[17]  H. V. Tran, T. H. Ngo, N. D. K. Tran, T. N. Dang, T. P. Dao and D. A. Wang, “A Threshold accelerometer based 

on a tristable mechanism”, Mechatronics, vol. 53, pp. 39-22, 2018. 

 [18] F. Ma and G. Chen, “Modeling V-shape Thermal In-plane Microactuator using Chained Beam-Constraint-

Model”, International Conference on Manipulation, Manufacturing and Measurement on the Nanoscale (3M-

NANO), Taiwan, 2014. 

[19] P. L. Chang, I. T. Chi, N. D. K. Tran and D. A. Wang, “Design and modeling of a compliant gripper with parallel 

movement of jaws”, Mechanism and Machine Theory, vol. 152, 2020.  

[20] H. Hussein, P. L. Moal, R. Younes, G. Bourbon, Y. Haddab and P. Lutz, “On the design of a preshaped curved 

beam bistable mechanism”, Mechanism and Machine Theory, vol. 131, pp. 204–217, 2019. 

[21] Y. Huang, J. Zhao and S. Liu, “Design optimization of segment-reinforced bistable mechanisms exhibiting 

adjustable snapping behavior”, Sensors and Actuators A: Physical, vol. 252, pp. 7-15, 2016. 

[22] Tran, N.D.K., Nguyen, T.G.  and T. L. Tran, “Optimal design the compliant bistable mechanism based on NSGA-

II”, International Journal of Advanced Trends in Computer Science and Engineering, vol. 9, no. 4, pp. 6563-

6568, 2020. 

[23] S. Awtar, K. Shimotsu, and S. Sen, “Elastic averaging in flexure mechanisms: A three-beam parallelogram flexure 

case study”, Journal of Mechanisms and Robotics, vol. 2, no. 4, 2010. 

 

 

 

 

https://ieeexplore.ieee.org/xpl/conhome/7048055/proceeding
https://ieeexplore.ieee.org/xpl/conhome/7048055/proceeding
https://www.scopus.com/authid/detail.uri?authorId=57194111078
https://www.scopus.com/authid/detail.uri?authorId=57213151143
https://www.scopus.com/authid/detail.uri?authorId=57218797801

